
UniMessFix 

preset ------„ 

distance pieces ------,:~im 

final dimensions 
1 piece 3,00mm 
2 piece 1 O,OOmm 
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product description 

~------ dial indicator 
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....------- measuring key button 

~--- measuring table 
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Operating lnstructions clearence groove measuring outside 

- turn on the dial indicator 

- push the deflection lever down till it is 
blocked so that the measuring key button 
is placed on the measuring table 

- in this position neutralize the dial indicator 
(push it briefly) 

- move the workpiece to the measuring key button, 
at the same time put the measuring key button 
in the right position by using the deflection lever 
so that it engages in the clearance groove 

- move the measuring key button down 

- read the dial indicator 

value = a. layer of the clearence groove 

- keep the position of the measuring key button 

- in this position neutralize the dial indicator 
(push it briefly) 

- fix the workpiece in this position on the 
measuring table 

- move the measuring key button slowly upwards 

- read the dial indicator 

value = b. width of the clearence groove 



Operating lnstructions clearence groove measuring inside 

- put the final dimension on the measuring 
key button 

- put the workpiece over the measuring 
key button 

- push the deflection lever down till it is 
blocked so that the measuring key button 
is placed on the measuring table 

- in this position neutralize the dial indicator 
(push it briefly) 

- move the workpiece to the measuring key button, 
at the same time put the measuring key button 
in the right position by using the deflection lever 
so that it engages in the clearance groove 

- move the measuring key button down 

- read the dial indicator 
value = c. layer of the clearence groove 



Operating lnstructions clearence groove measuring inside 

- keep the position of the measuring 
key button 

- in this position push preset 

- in preset the final dimension has to be 
programmed (13,00mm) 

- fix the workpiece in this position on the 
measuring table 

- move the measuring key button slowly upwards 

- read the dial indicator 
value = d. width of the clearence groove 
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